
 

HTCT-15  Specification 

  

  

1.  Description:  

(1) Manufacturer  : Hitech Equipments Trading   

(2) Cooling Tower Model  : HTCT-15  

(3) Type  : Counter Flow  

  

2.  Design & Operation Condition:  

(1) Circuiting Water Flow Rate  : 150 L/min  

(2) Inlet Water Temperature  : 37oC  

(3) Outlet Water Temperature  : 32oC  

(4) Wet Bulb Temperature  : 27oC  

  

3.  Structural Details:  

(1) Number of Towers  : 1 tower  

(2) Dimension per Tower  : 1750 × 950 × 2230 mm (L×W×H)  

(3) Dry Weight per Tower  : 250 KG  

(4) Operating Weight per Tower  : 650 KG  

  

4.  Material of Construction (per Tower):  

(1) Framework Material  : Stainless Steel #304  

(2) Heat Exchanger Coil  : Copper  

(3) Manufacturer of Coil  : Mitsubishi  

(4) Water Basin  : ABS  

(5) Air Inlet Louvers  : Stainless Steel #304  

(6) Fills + Drift Eliminators  : ABS  

(7) Suction Strainer  : ABS  

(8) Casing   : Stainless Steel #304  

(9) Manifold  : PVC  

(10) Distribution Branch Pipe  : PE  

(11) Bolts Nuts Washers  : Stainless Steel #304  

 

 

 



 
 

5. Mechanical Equipment (per Tower): 

 

(1) Number of Fans  : 1set 

(2) Type  : Axial Flow Fan (Low Noise 8P) 

(3) Manufacturer  : Hong Lu Taiwan  

 (4) Material of Fan Blades  : Aluminum Alloy 

(5) Fan Guard  : Galvanized Steel 

(6) Fan Shaft  : Medium-carbon steel 

(7) Fan Stack  : ABS 

(8) Lifting Ears  : N/A 

(9) Access Doors  : N/A 

(10) Number of Fan Blades  : 6 

(11) Fan Speed  : 850RPM 

(12) Diameter  : 28” 

(13) Air volume  : 11500 m³/hr 

(14) Make-Up Valve  
: bronze make-up valve 

with stainless steel stick & plastic ball 

 

5-2. Fan Motor: 

 

(1) Number  : 1 set 

(2) Manufacturer  : Hong Lu 

(3) Electric Phase / Frequency / Voltage  : 3Ø / 60Hz / 380v 

(4) Rated Power × Pole  : 0.75KW × 8P 

(5) Insulation  : IP55 

(6) Certification  : UL & CE 

 

 

5-2. Spray Pump Motor: 

 

(1) Number  : 1 set 

(2) Manufacturer  : TECO 

(3) Rated Power  : 0.75 KW 

(4) Certification  : UL & CE 

 

 

 



 
 

 

 

5-3. Electronic Limescale Remover: 

 

(1) Manufacturer  : Hi-tech Equipments  

(2) Rated Power  : 5W 

  

 

 

6. Piping Connection (per Tower): 

 

(1) Inlet Pipe  : 2 B 

(2) Outlet Pipe  : 2 B 

(3) Automatic Filler  : 1/2 B 

(4) Quick Filler  : 1/2 B 

(5) Drain  : 1 B 

 


