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Slowing down element

Intermediary hopper

Install at least a slowing down element every
2 floors directly above the intermediate
hopper.

Slowing down element

s

Intermediary hopper

Install at laast a slowing down elament every
2 floors directly above the intermediate
hopper.

INSTALLATION OF THE SLOWING DOWN ELEMENT

When used on high storey buildings, the lifetime of a chute is increased when
installing a chute slowing down element every 2 floors at each intermediate hopper.

Hopper Rubbish
Chute Chute

Scaffolding Fixing Platform Fixing Window Fixing
Frame Frame Frame

Technical characteristics of the chutes and hoppers:
-Overall length :1.1m

-Working length : 8.85m

-Weight : 8.60kg (chutes) / 9.60kg (hoppers)
-Material : Polypropylene copolymer Pb110

- (robustness, elasticity and lightness)
-Manufacturing Proces : Injection

-Resistence of chains : 10kg
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Hi-Tech Equipments Trading L.L.C.

PO. Box: 19427, Dubai, U.A.E. Tel : +971 4 267 6440, Fax: +971 4 267 6450,
Cell : +971 50 6950 649, +971 50 6450 119
Email : joshisg@emirates.net.ae, hitechet@eim.ae, Website: www.hitechequipmentsdubai.com




